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LIGHT SOURCES FOR RESEARCH AND INDUSTRY
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ADVANTAGES OF NEW GENERATION  

LIGHT SOURCES

	' Extreme bright and stable light output

	' Eco-friendly and safe (power-efficient,  

very long lifetime, mercury-free)

	' Fast (TTL-) switching 

	' No heat-up times or shutters needed

MATCHING LIGHT SOURCES FOR  

YOUR APPLICATION

Bright fluorescence signals anchor in perfect 

spectral alignment of the light source, adequate 

dyes or reporters and a well considered set of 

optical filters.

Being a truely independent reseller, it is our goal 

to find the best spectral match for your specific 

application – your success is our motivation.

(B)Right Light Where It Needs to Be
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MULTI-LED COLOR LIGHT SOURCES
Fast Switching Times and Individual LED Control for Multiband Sets

MULTI-LED COLOR LIGHT SOURCES
Fast Switching Times and Individual LED Control for Multiband Sets

X-CITE NOVEM

:	: Provides spectral coverage from 

340 – 800 nm with 9 LEDs

:	: Extreme bright light output

:	: Filter wheel combined with the 

patented hybrid drive for most 

precise and bright excitation of 

GYR dyes

LUMENCOR SPECTRA III

:	: Spectral coverage from  

340 nm (on request) – 745 nm 

:	: Available with 8 LEDs or  

6 LEDs + 2 laser hybrid concept

:	: Precisely defined excitation light  

with built-in bandpass filters

LUMENCOR SPECTRA X

:	: Spectral coverage from  

380 nm – 680 nm with 6 LEDs

:	: 6 filter positions for precise 

excitation band control

:	: Stable, feedback-loop 

controlled bright light output

X-CITE TETREM

:	: Compact light source with 4 bright 

LEDs: 365 nm (XT640s) or 385 nm 

(XT640l), 475 nm, 555 nm, 630 nm

:	: Individual channel triggering via TTL

:	: Global analog intensity control (0-5 V)

:	: Smart & intuitive dial-controller

AF-8000

:	: 8 channel LED light source with  

extreme bright and stable light output

:	: Individual channel triggering

:	: Excitation bandpass filters included 

and precisely trimmed for all common 

Multiband sets

:	: Solid built and very quite operation 

:	: Channel control via smart multicolor-

display pad or free software

COOLLED PE-800 SERIES

:	: 8 independently controllable LED channels

:	: Broad spectrum from 340 – 740 nm, covering Fura2 – Cy7 

:	: Removable inline excitation filter holders

Versions: pE-800 with 365 or 395 nm and pE-800 fura

COOLLED PE-4000

:	: Broad LED spectrum with 16 LEDs (365 – 770 nm)  

as 4x4 LED array for optimal Multiband utilization

:	: Individual control of selected LED (intensity & TTL)

:	: Removable inline excitation filter holders

INTERESTED IN OTHER LIGHT SOURCES?

We can also provide laser light and metalhalide light sources, as well as spare lamps. Please get in touch!
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SINGLE-LED WHITE LIGHT SOURCES
For Basic Fluorescence Microscopy Applications

Single-LED white light sources are bright, yet affordable entry level light sources for basic fluorescence microscopy  

applications and will work with standard dyes in an excitation range of ~400 nm to ~650 nm. They run on one 

single white light emitting broadband LED and are directly mounted to the microscope to guarante lossless light 

delivery and minimal space requirements.

MULTI-LED WHITE LIGHT SOURCES
Bright and Spectrally Homogeneous White Light 

Multi-LED white light sources deliver ultimate bright and spectrally homogeneous white light over a wider spec-

trum by cummulatively deploying high intensity LEDs of different wavelenghts. CoolLED's pE-300/pE-400 series 

even allow individual LED activation, so that they can also be used as simple (3, 4 channel) color light sources.

MULTI-LED WHITE LIGHT SOURCES 
Bright and Spectrally Homogeneous White Light 

AF-2000 SERIES

:	: Compact design with direct mount for microscopes

:	: Range of operation from 400 nm to 650 nm (BFP – Cy5)

:	: Passive cooling for noise- and vibration-free operation

:	: Total light power output over spectral range > 2000 mW

:	: Turn/push control button and TTL-trigger option via standard BNC

:	: Control via software

AF-1000 SERIES

:	: Compact design with direct mount for microscopes

:	: Range of operation from 400 nm to 650 nm (BFP – Cy5)

:	: Passive cooling for noise- and vibration-free operation

:	: Total light power output over spectral range > 2000 mW

:	: Turn/push control button and TTL-trigger option via 

standard BNC

COOLLED PT-100

:	: Compact direct mount light source with manual controller

:	: Unique LED doping to spectrally match/replace halogen lamps

:	: Ideal for widefield, darkfield, DIC microscopy

:	: Lightguide version for electrophysiology setups

:	: Also available as color LED version pE-100

AF-2100 SERIES

:	: Dual LED

:	: Convenient manual intensity control

:	: Passive cooling and solid electrically 

shielded housing

:	: Direct mount for most microscopes

:	: Optimized for FISH and screening labs

COOLLED PE-300 / 340 SERIES

:	: Triple LED

:	: Independent channel control (white) and  

addtl. bandpass filter holder (ultra)

:	: Direct-mount or LLG-coupled

Versions: pE-300 lite / white / ultra / opto (new!), pE-340 fura

COOLLED PE-400 SERIES

:	: 4 powerful LEDs cover DAPI though YFP to Cy5 

:	: Individual channel triggering (TTL, <10 µs) and selection

:	: pE-400 max with bandpass filter holders

LUMENCOR SOLA III

:	: Very bright evenly distributed white light 

:	: Feedback controlled constant light output

:	: Manual and electronic control of light output on/off status  

and electronically controlled linear output intensity adjustment

X-CITE XYLIS II

:	: Powerful 6 LED fluorescence illumination with broad spectral coverage

:	: Patended 'hybrid drive' for brightest light output in the GYR range (500 – 600 nm)

:	: Improved housing and cooling management

:	: Full control by integration in Zeiss ZEN software


